1618 HEADLAND DR.
FENTON, MO 63026 fA\
Buiome Acoustics ¢ Liarng Lasonatonies, v, B

BALLABS CERTIFIED TEST REPORT NO.: 20436.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC WIDE TIR OPTIC & 6"WHITE ASYM TRIM w/ANGLED SOLITE
LENS ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-A-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

NVLAD

TESTING

NVLAP LAB CODE 200921-0

LUMEN SUMMARY

ZONE LUMENS %$LAMP SFIXT ZONE LUMENS sLAMP SFIXT
0- 30 682. NA. 24.3 20-120 0. NA. .0
0- 40 1390. NA., 49.5 90-130 0. NA. .0
0- 60 2680. NA. 95.5 80-150 0. NA. 0
0- 90 2807. NA. 100.0 90-180 0. NA. .0

TOTAL LUMINAIRE = 0-180 2807. NA . 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLATM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20436.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC WIDE TIR OPTIC & 6"WHITE ASYM TRIM w/ANGLED SOLITE
LENS ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-A-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 0.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 419. 419. 419. 419. 419. 419. 418. 419. 419.
5 755. 704. 594. 478. 394. 340. 308, 291. 282. 28.2 15.1 43.3
10 1278. 1107. 768. 505. 358. 283. 251. 235. 233.
15 2075. 1691. 983. 514. 321. 248. 222. 211. 211. 156.3 32.6 188.8
20 3055. 2369. 1190. 493. 282. 220. 201. 196. 196.
25 3860. 3029. 1360. 457. 246. 202. 195. 196. 200. 403.4 46.1 449.5
30 4346. 3506. 1443. 3%94. 214. 191. 194. 205. 209,
35 4564 . 3794. 1397. 324. 190. 186. 202. 210. 214. 646.7 62.2 708.8
40 4577. 3865. 1204. 254. 174. 186. 202. 211. 213,
45 4489. 3637. 318, 196. 1€2. 179. 194. 200. 202. 742.1 73.5 815.6
50 4008. 2950. 592. 154. 150, 166. 179. 184. 183.
55 2773. 1702. 289. 116. 125. 141. 152. 155. 154. 407.8 66.5 474.3
60 1193. 625. 137. 88. 98. 109. 118. 120. 120.
65 342. 189. 67. 60. 67. 74. 78. 86. 85. 61.9 39.9 101.8
70 94. 63. 37. 36. 39. 44. 47. 56. 59.
75 28. 23. 19. 18. 18. 21. 26. 33. 37. 10.7 14.2 24.9
80 13. 11. 5. 3. 4. 8. 12, 16. 19.
85 3 1 0 0 0 0. 0 0 2 3 0 3
90 0. 0. 0. 0. 0. 0. 0. 0. 0.

USE .500 FT. AS LENGTH AND .500 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20436.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRTPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC WIDE TIR OPTIC & 6"WHITE ASYM TRIM w/ANGLED SOLITE
LENS ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-A-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

wALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

3 96 87 80 75 94 86 79 74 83 78 73 80 76 72 78 74 71 69
4 88 78 70 65 86 77 70 64 74 68 63 72 67 63 70 66 62 60
5 81 69 61 55 79 68 61 55 66 60 54 64 58 54 63 57 53 51

7 67 55 46 40 66 54 46 40 52 45 40 51 44 40 43 44 39 37
8 61 48 40 34 60 47 39 34 46 39 33 45 38 33 43 37 33 31
9 56 42 34 28 54 41 33 28 40 33 28 39 32 28 38 32 28 26
10 .51 .37 .29 .24 .50 .37 .29 .24 .36 .29 .24 .35 .28 .24 .34 .28 .23 .22

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20436.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYLIC WIDE TIR OPTIC & 6"WHITE ASYM TRIM w/ANGLED SOLITE
LENS ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-A-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

Ekkk kAR khhhk kR hkkkhhhhhhhkhkrhkkkkkhhhkhhhhhhhhhhbkdhkkdkdhkhkhdhdhdhhhs
ELECTRICAL CHARACTERISTICS 120.03V .3467A 41.4470W
LUMINOUS EFFICACY (LUMENS / WATTS) = 67.7

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTCOMETRY PER LM-79-08
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