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BALLABS CERTIFIED TEST REPORT NO.: 20395.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 0 TILT
TILT ACRYLIC NARROW TIR OPTIC & OPEN ASYM SEMI-SPEC TRIM
ADVANCE #XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-O-N-OF-CS (0 DEGREE TILT)

LAMP TYPE : BXRE-35E2000

STED

TE
D PERFORMANCE.

w
X
-

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

5
OB % 5
: , N N e : .
3“A<~"*<'“‘ liss—--—- a5/ . s
-80 |27 9g) 80 ¥
L T 3
70 S 7o 52
- g ..
40 7 4
-30 30
\
(1Y5)
TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS $LAMP SFIXT ZONE LUMENS $LAMP $FIXT

0- 30 1985. NA. 97.0 90~-120 0. NA. .0

0- 40 2032. NA. 99.3 90-130 0. NA. .0

0- 60 2047. NA. 100.0 90-150 0. NA. .0

0- 90 2047. NA. 100.0 90-180 0. NA. .0

TOTAL LUMINAIRE = 0-180 2047. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20395.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 0 TILT
TILT ACRYLIC NARROW TIR OPTIC & OPEN ASYM SEMI-SPEC TRIM
ADVANCE #XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-O-N-OF-CS (0 DEGREE TILT)

LAMP TYPE : BXRE-35E2000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 10908. 10908. 10908. 10908. 10908. 103%08. 10508. 10908. 10908.
5 10234. 10267. 10333. 10020. 9884. 9646. 9452. 9451. 8904. 484.1 455.7 939.8
10 7538. 7565. 7298. 6705. 6573. 6255. 5932. 5711. 5657.
15 3466. 3714. 3319. 3103. 2892, 2791. 2412. 2323. 2275. 483.1 362.4 845.4
20 1320, 1357. 1260. 1204. 1136. 1100. 360. 894. 911.
25 502. 516. 476 . 455. 446. 407. 377. 343. 324. 112.4 86.9 199.3
30 180. 181. 172. 165. 159. 153. 135. 132. 131.
35 80. 82, 80. 77. 78. 74. 71. 69. 66. 25.0 22.4 47 .4
40 38. 39, 40. 40. 41. 40. 38. 36. 33.
45 19. 19. 20. 20. 20. 20. 19 19. 17. 7.4 7.4 14.8
50 12. 12. 12. 12. 12. 13. i3. 13. 11.
55 0. 0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
60 0. 0. 0. 0. 0. 0. 0. 0. 0.
65 0. 0. 0. 0. 0. 0. 0. 0. 0. o] .0 0
70 0. 0. 0. 0. 0. 0. 0. 0. 0.
75 ¢ 0. 0. 0. 0. 0. 0. 0. 0. 4] .0 0
80 0. 0. 0. 0. 0. 0. 0. 0. 0.
85 0. 0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
90 0. 0. 0. 0. 0. 0. 0. 0. 0.

USE .500 FT. AS LENGTH AND .500 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 203%5.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 0 TILT
TILT ACRYLIC NARROW TIR OPTIC & OPEN ASYM SEMI-SPEC TRIM
ADVANCE #XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-120/835-DIM-UNV-O-N-OF-CS (0 DEGREE TILT)

LAMP TYPE : BXRE-35E2000

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

7 99 93 90 87 98 93 89 87 92 89 86 91 88 86 90 87 86 85
8 97 91 87 85 96 90 87 85 89 86 84 89 86 84 88 85 84 83
9 94 88 85 82 93 88 85 82 87 84 82 87 84 82 86 83 82 81
10 .92 .86 .82 .80 .91 .86 .82 .80 .85 .82 .80 .84 .81 .79 .84 .81 .79 .78

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20395.0 DATE 05/23/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ O TILT
TILT ACRYLIC NARROW TIR OPTIC & OPEN ASYM SEMI-SPEC TRIM
ADVANCE #XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-O-N-OF-CS (0 DEGREE TILT)

LAMP TYPE : BXRE-35E2000

Akkkkkkkhk Ak khkkkhhkkdhkk ko k kA kkkkhhhhhhhkhhkhhhhhhhhhkkhhkkhhdhkrkrhhhxk
ELECTRICAL CHARACTERISTICS 120.00V .1807A 21.4020W
LUMINOUS EFFICACY (LUMENS / WATTS) = 95.6

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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