H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : 75-4-L65-935-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN from BALLABS TEST NO. 17875.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 12-30-2020

[MANUFAC] H.E. WILLIAMS, INC - CARTHAGE, MO

[LUMINAIRE] 4' STRIP w/WHITE REFLECTOR

[LUMCAT] 75-4-L65/935-DIM-UNV

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 24304 23248
55 23693 22413
65 22083 20344
75 18619 16453
85 9767 9296

N.A. (absolute)
N.A. (absolute)
5351

N.A.

127

42

1.00

Direct

1.32

1.28

1.42
Rectangular w/Sides
3.62 ft

0.22 ft

0.01 ft

Average
90-Deg

22936
21957
19715
15779
7674

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75-4-L65-935-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 1816.748 1816.748 1816.748 1816.748 1816.748
5 1830.023 1818.645 1811.059 1806.002 1804.106
10 1809.795 1798.416 1789.567 1784.509 1781.981
15 1779.452 1764.913 1756.064 1748.478 1751.006
20 1731.410 1719.400 1709.286 1701.700 1706.125
25 1670.726 1660.612 1646.072 1639.751 1637.223
30 1602.455 1587.916 1571.481 1566.424 1553.149
35 1515.221 1503.211 1484.247 1480.454 1466.547
40 1414.080 1388.795 1378.681 1371.727 1367.934
45 1295.871 1264.897 1258.575 1252.886 1248.461
50 1165.020 1136.574 1131.517 1128.988 1114.449
55 1025.319 995.608 991.183 991.183 978.541
60 873.607 847.057 834.415 840.104 821.140
65 704.828 685.231 670.692 682.703 657.418
70 534.152 509.499 501.913 514.556 494.960
75 364.740 340.719 340.719 340.719 333.134
80 194.065 190.272 190.272 187.111 179.526
85 65.110 68.270 72.695 69.535 63.213
90 5.689 5.689 8.850 5.689 5.689
95 0.000 0.000 0.000 0.000 0.000
100 0.000 0.000 0.000 0.000 0.000
105 0.000 0.000 0.000 0.000 0.000
110 0.000 0.000 0.000 0.000 0.000
115 0.000 0.000 0.000 0.000 0.000
120 0.000 0.000 0.000 0.000 0.000
125 0.000 0.000 0.000 0.000 0.000
130 0.000 0.000 0.000 0.000 0.000
135 0.000 0.000 0.000 0.000 0.000
140 0.000 0.000 0.000 0.000 0.000
145 0.000 0.000 0.000 0.000 0.000
150 0.000 0.000 0.000 0.000 0.000
155 0.000 0.000 0.000 0.000 0.000
160 0.000 0.000 0.000 0.000 0.000
165 0.000 0.000 0.000 0.000 0.000
170 0.000 0.000 0.000 0.000 0.000
175 0.000 0.000 0.000 0.000 0.000
180 0.000 0.000 0.000 0.000 0.000

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : 75-4-L65-935-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

669.05
1429.96
2360.6
4222.12
5258.62
5349.1
5176.74
1691.55
2665.45
2532.9
1036.5
365.12
90.48
1.77
1.77
1.77
1.77
1.77
0.00
5350.88

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

172.37
496.68
760.91
930.65
973.90
887.62
671.38
365.12
90.48
1.77
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

12.50
26.70
4410
78.90
98.30
100.00
96.70
31.60
49.80
47.30
19.40
6.80
1.70
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75-4-L65-935-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75-4-L65-935-DIM-UNV_.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50 50 30 70 70 50
Walls 50 30 50 30 30 50 30 50
Floor Cavity 20 20 20 20 20 20 20 20
Room Size UGR Viewed Crosswise UGR Viewed Endwise
X=2H Y=2H 23.1 247 234 250 253 23.0 247 234
3H 248 263 252 266 27.0 248 26.3 25.1
4H 254 268 258 272 276 254 26.8 25.8
6H 25.8 27.1 262 275 279 257 27.0 26.1
8H 259 272 264 276 28.0 25.8 27.1 26.3
12H 26.0 272 264 276 28.0 259 27.1 26.3
4H 2H 23.7 25.1 241 25.4 25.8 23.6 250 24.0
3H 256 268 26.0 272 276 256 26.8 26.0
4H 26.3 274 268 278 283 26.3 274 26.7
6H 26.8 278 273 28.2 287 26.8 277 27.3
8H 270 278 274 283 2838 269 278 274
12H 270 278 275 283 288 270 278 275
8H 4H 26.6 275 27.1 279 284 266 274 27.0
6H 272 279 277 284 289 272 279 277
8H 274 280 279 285 29.0 274 28.0 279
12H 275 28.1 28.0 28.6 29.1 27.5 28.1 28.0
12H  4H 26.6 274 27.1 279 284 26.6 274 27.1
6H 273 279 278 284 289 272 279 277
8H 275 280 28.0 285 291 274 28.0 279

Maximum UGR = 29.1
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : 75-4-L65-935-DIM-UNV_.IES

POLAR GRAPH

915

45

Maximum Candela = 1830.023 Located At Horizontal Angle = 0, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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