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H.E. WILLIAMS, INC.

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-850-25-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO. 19929.0

[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-17

[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836

[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG

[MORE] WITH FROSTED ACRYLIC LENS

[LUMCAT] CX-3-08-L4-850-25-D-DIM-UNV

[LAMPCAT] 22 INCH HLM LED ARRAYS

[ SEARCH_SOURCETYPE] LED

[ SOURCE_ APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM

[ SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp
Total Lamp Lumens

N.A. (absolute)
N.A. (absolute)

Luminaire Lumens 1577
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 128
Total Luminaire Watts 12.3
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.08 ft
LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg
45 0 0 0

55 0 0 0

65 0 0 0

75 0 0 0

85 0 0 0

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-850-25-D-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 51.558 54.033 51.145 69.706 29.697
100 111.777 118.377 122914 121.676 70.119
105 175.709 193.032 203.344 166.222 116.314
110 246.653 268.513 262.739 208.706 159.211
115 319.659 336.157 313.059 252.840 195.920
120 383.178 387.302 356.368 295.323 235.516
125 429.374 425249 397.201 333.270 271.813
130 466.083 461.546 429.374 368.329 312.234
135 494.955 492.480 454.946 401.326 353.068
140 518.053 516.816 483.406 432.261 395.964
145 532.902 534.139 503.204 459.071 428.136
150 544.038 546.925 521.353 482.169 457.421
155 548.988 555.175 535.789 500.730 482.994
160 548.163 558.474 545.688 519.703 503.204
165 543.626 556.824 546.925 530.427 519.703
170 533.727 548.575 544.451 533.727 530.839
175 513.103 533.314 537.851 530.839 537.439
180 524.240 524.240 524.240 524.240 524.240

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
8.662 7.837 4.537 2.475
28.460 16.086 15.674 13.199
75.068 28.460 23.510 23.098
127.038 63.519 36.297 26.810
154.261 110.540 75.068 43.309
190.558 151.374 119.614 84.142
230.154 209.531 163.748 130.338
273.463 247.890 212.006 177.359
317.184 278.412 272.638 222.730
353.480 315.946 290.786 287.486
386.890 354.305 321.721 304.397
418.650 389.777 357.605 342.344
451.234 420.299 392.252 378.641
482.169 453.296 425.661 412.050
506.504 483.819 457.009 441.747
526.302 509.391 484.644 468.145
539.089 530.427 504.442 494.543
524.240 524.240 524.240 524.240

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L4-850-25-D-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
155.81
356.10
613.97
1162.82
1576.57
1420.75
1576.57

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
36.11
119.71
200.28
257.87
281.97
266.87
219.24
144.40
50.11

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
9.90
22.60
38.90
73.80
100.00
90.10
100.00

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L4-850-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-850-25-D-DIM-UNV_.IES

POLAR GRAPH

558

41

279

Maximum Candela = 558.474 Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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