
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-14
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE
[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L10-827-0-D-DIM-UNV
[LAMPCAT] 22 INCH LED ARRAYS
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM
[_SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3657
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 122
Total Luminaire Watts 29.9
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 1.887 2.831 10.379 60.390 70.769 72.656 66.051 66.051 67.939
100 48.123 71.713 101.908 153.805 175.508 163.241 151.918 153.805 159.467
105 193.436 217.969 223.631 254.770 274.585 277.416 260.431 257.600 260.431
110 326.482 324.595 333.088 356.677 361.395 394.421 375.549 366.113 357.621
115 412.349 422.729 435.939 444.431 453.867 501.990 474.626 467.077 462.360
120 510.483 519.919 536.903 545.396 557.662 601.067 577.478 575.590 562.380
125 607.673 621.826 630.319 650.134 664.288 685.047 682.216 678.442 660.514
130 702.975 732.227 729.396 751.098 762.421 782.237 783.180 781.293 756.760
135 787.898 826.586 818.093 845.457 859.611 882.257 870.934 880.370 853.950
140 873.765 907.734 909.622 929.437 945.478 973.786 961.519 956.801 945.478
145 951.140 976.617 987.940 1003.037 1021.909 1051.160 1039.837 1024.740 1029.458
150 1021.909 1054.935 1060.596 1073.806 1094.565 1134.196 1115.324 1091.735 1109.663
155 1099.283 1128.535 1131.365 1137.971 1163.448 1200.248 1181.376 1154.955 1170.996
160 1159.673 1190.812 1185.150 1188.925 1216.289 1247.427 1232.330 1202.135 1212.514
165 1201.191 1241.766 1237.048 1232.330 1256.863 1282.340 1267.243 1237.048 1242.709
170 1228.555 1266.299 1266.299 1263.468 1286.114 1305.930 1290.832 1252.145 1256.863
175 1232.330 1278.566 1285.171 1283.284 1305.930 1321.971 1304.043 1254.032 1255.919
180 1281.396 1281.396 1281.396 1281.396 1281.396 1281.396 1281.396 1281.396 1281.396
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 323.75 N.A. 8.90
90-120 775.01 N.A. 21.20
90-130 1362.26 N.A. 37.30
90-150 2652.02 N.A. 72.50
90-180 3656.82 N.A. 100.00
110-180 3333.08 N.A. 91.10
0-180 3656.82 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 62.72
100-110 261.02
110-120 451.26
120-130 587.25
130-140 655.65
140-150 634.12
150-160 531.09
160-170 351.59
170-180 122.13
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-827-0-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 1321.971   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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