
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-850-25-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19929.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-17
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG
[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L6-850-25-D-DIM-UNV
[LAMPCAT] 22 INCH HLM LED ARRAYS
[_SEARCH_SOURCETYPE] LED
[_SOURCE_ APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM
[_SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2342
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 130
Total Luminaire Watts 18.04
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.08 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-850-25-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 76.574 80.250 75.961 103.528 44.107 12.864 11.639 6.739 3.676
100 166.013 175.814 182.552 180.715 104.141 42.269 23.891 23.279 19.603
105 260.964 286.693 302.008 246.875 172.751 111.492 42.269 34.918 34.305
110 366.330 398.798 390.221 309.972 236.461 188.678 94.339 53.908 39.818
115 474.759 499.263 464.958 375.519 290.981 229.110 164.175 111.492 64.322
120 569.098 575.224 529.280 438.616 349.790 283.018 224.821 177.652 124.969
125 637.709 631.583 589.926 494.975 403.698 341.826 311.197 243.199 193.579
130 692.229 685.491 637.709 547.045 463.732 406.149 368.168 314.872 263.415
135 735.111 731.435 675.689 596.052 524.379 471.083 413.500 404.923 330.800
140 769.416 767.578 717.958 641.997 588.089 524.992 469.246 431.878 426.977
145 791.469 793.307 747.363 681.815 635.871 574.612 526.217 477.822 452.093
150 808.009 812.297 774.317 716.120 679.365 621.781 578.900 531.118 508.452
155 815.360 824.549 795.757 743.687 717.346 670.176 624.232 582.575 562.360
160 814.135 829.450 810.460 771.866 747.363 716.120 673.239 632.195 611.980
165 807.397 827.000 812.297 787.794 771.866 752.263 718.571 678.752 656.086
170 792.694 814.748 808.622 792.694 788.406 781.668 756.551 719.796 695.292
175 762.065 792.082 798.820 788.406 798.208 800.658 787.794 749.200 734.498
180 778.605 778.605 778.605 778.605 778.605 778.605 778.605 778.605 778.605
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-850-25-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 231.42 N.A. 9.90
90-120 528.88 N.A. 22.60
90-130 911.87 N.A. 38.90
90-150 1727.02 N.A. 73.80
90-180 2341.53 N.A. 100.00
110-180 2110.11 N.A. 90.10
0-180 2341.53 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 53.62
100-110 177.79
110-120 297.46
120-130 383.00
130-140 418.79
140-150 396.36
150-160 325.62
160-170 214.46
170-180 74.43
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-850-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 27 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L6-850-25-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 829.45   Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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