
1618 HEADLAND DR.

FENTON, MO 63026
(636) 343-6006

(636) 343-6051 FAX

BALIJABS CERTIFIED TEST REPORT NO.: 19519.0 DATE Oe/Le/L6
PREPARED FOR: H.E. WII-.,LIAMS, INC - CARTHAGE, MO
DESCRTPTION: 4-]-92 LE,D 22I'ARRAYS EACH ON ALUM HEATSINK 24X1,9I'HfGHBAY

LT.]MINAIRE WITH SPEC NARROW DOWNI-,IGHT REFLS, CENTER
DRTVER HOUSTNG 4ADVANCE #X]OSSCZT5VO54DNF1 w/18K RESTSTOR

CATAT,OG NBR: GP4-L460 / 850-N- 6CPr/5-l-5P WHITE-DRV-L2O
LAI,IP TYPE : D563 8DL92C2560A8N5O'JRB

CANDLEPOWER DISTRIBUTION
VERT HORIZONTAL ANGLE ZONAL
ANG O 22.5 45 67.5 90 LUMENS

0 30945. 30945. 30945. 30945. 3094s.
s 3061-0. 30996. 3L087. 30816. 30571. 2946.9

10 30314. 30674. 30559. 30252. 29863.
15 29670. 29966 . 29322 . 28sl.1-. 27880 . 826L.2
20 28704. 289L0. 27236. 25]-s0. 24583.
25 27468. 27455. 24l.45. 20784. 20372. 1,]-l.44.0
30 26000. 2560L. 20256. L6676. l.6239.
35 24300. 230L2. l-6535. L2903. aL487 . L1,047 .5
40 22265. r-9703 . 13148 . 6632 . 3322 .

4s 20089 . l-62L3. 85]-2. 992. 103 . 6933.7
s0 17668. 12890. 2704. 0. 0.
55 15054 . 9684. 155. 0. 0. 3894.9
60 12388. 6078. 0. 0. 0.
65 967t. 21,89. 0. 0. 0. L743.2
70 6890. l-03. 0. 0. 0.
75 430r- . 39. 0. 0. 0. 579.0
80 a970. 0. 0. 0. 0.
85 386. 0. 0. 0. 0. 52.7
90 0. 0. 0. 0. 0.

E-;-l
l----- rslIIl-so I'. .:.

+s

s$

3S

NVW
NVLAP LAB CODE 200921.0

LUMEN SUMMARY
ZONE LUMENS ?LAMP %FfXT ZONE ],UMENS ?I,AMP ?FIXT
o- 30 22352. NA. 48.0 90-]-20 0. NA. ' o
o- 40 33400. NA. 7L.7 90-130 0. NA. ' 0
0- 60 44228. I-{A. 94 -9 90-l-50 0 - NA. ' 0
o- 90 46603. NA. l-00. o 90-1-80 0 ' NA' " o

TOTAL T,UMfNATRE 0-180 46603- NA. 100.0
IES SPACING CRITERIA: END= I.2 DIAGONAL = 1.0 CROSS= .9
THIS BATLABS REPORT WITH THE USE OF THE NVI.AP TOGO SHALT NOT BE USED BY THIS CTIENT TO CI"AIM PRODUCT

CERTTE'TCATION, APPROVAT, OR ENDORSEMENT BY NVI,AP/ NIST, OR A}IY AGENCY Or' THE FEDERAL GOVERNMENT"
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BAIJLABS CERTIFIED TEST REPORT NO. : 1951_9.0 DArE Oeltg/16
PREPARED FOR: H.E. WILI,IAMS, INC - CARTHAGE, MO

DESCRIPTION: 4-L92 I'ED 22"ARRAYS EACH ON ALUM HEATSINK 24X19"HIGHBAY
LUMINAIRE WITH SPEC NARROW DOWNLIGHT REFLS, CENTER
DRTVER HOUSING 4ADVANCE #XIo95C275VO54DNFL w/]-BK RESISTOR

CATALOG NBR: GP4 -L4 6A / 850 -N- 6CPT / 5- l-5P WHITE-DRV- 12 0
LAMP TYPE : D563 8Dl92C2550ABN5O,JRB
**********************************************************************

-66 .54 -47 -42 .5s . s4 .47 .42

.51 .5o .43 .38 . 60 .49 .43 .38

TESTED IN ACCORDANCE WIT}I CURRENT,IES PROCEDURES

LUMINANCES - CDlSQ-M
HORIZONTAL ANGLE

45

433]-2.
969 .

0.
o

0.

90

524.
0.
0.
0.
0.

.46 .42 .52 .46 .42 .51 -46

.42 .38 .48 .42 .38 .47 .42

VERT
ANGLE

45
55
65
75
85

0

1_0221_8 .

94430.
82334.
597 91- .
1,5948 .

**M;U(TMUM BRIGHTNESSES NOT MEASURED**

******************************************************ik***************

ZONAI, CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFI,ECTANCE= . 2 O

CEITING .80

WALL .70 .50 .30 .10
RCR

o 1.19 1"L9 1.19 L.1.9 1.16 1.16 1.16 1.16 1.11 1.1L 1.L1 1.06 1.05 1.06 1.02 t.O2 1.02 1,00

1 1.13 1.09 1.05 1.04 1.10 1.07 1.0s L.02 1.03 1.01

2 1.05 1.00 .9s .9r. 1.03

.99 .92 .86 .81 .97 .90 .85 .81 ' 88 .83 -79 .85 .81 .78 .83 .80 .77 .75

.93 .84 .77 .72 .91 .83 .77 .72 .81 .75 .71- .78 .74 .70 .77 .73 .59 .58

.8? .77 .?O .55 .85 .76 .69 .64 .74 .58 .64 .72 .67 .63 .70 -56 .63 '61

.81 .7t .54 .59 .80 .70 .63 .s8 .68 .62 .s8 .67 .62 .s8 '6s .61 -s7 .s5

.76 .65 .58 .53 -74 .64 .58 .s3 .53 .57 .52 .62 .56 .s2 .60 -56 .52 .s0

.71- .59 .52 .48 .69 .59 .52 .47 .58 .51 .47 .55 .51 .47 .55 -50 .47 '45

.30.50

.53

-48

-42

.38

.40

.36
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BAIJLABS CERTIFIED TEST REPORT NO. : 1951-9 . 0 DATE 09 / 19 /76
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTfON: 4-1-92 LED 22"ARR;\YS EACH ON ALIIM HEATSINK 24XL9 "HTGHBAY

LUMINAIRE WITH SPEC NARROW DOWNLIGHT REFLS, CENTER
DRIVER HOUSTNG 4ADVANCE #XTOSSCZT5VOs4DNEL W/18K RESISTOR

CATALOG NBR: GP4-T,460 / 850-N- 6CPI / 5-15P WHITE-DRV-t2O
LAMP TYPE : D563 8Dl.92C2550ABN5O,JRB

**********************************************************************

ELECTRICAL CHARACTERISTICS ].20. OV 3. 16OBA 375.200W

LUMTNOUS EFFTCACY (LIIMENS / WatrS) = 124.2

TESTED TN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSO],UTE PHOTOMETRY PER LM_79-OB

r{-5.6Hr

g.l3---rl 
3.3H
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