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H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV_EM MODE ONLY.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN FROM BALLABS TEST NO. 20802.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 03-AUG-2023
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO
[LUMINAIRE] 2x4' RECESSED LED LUMINAIRE
[LUMINAIRE] WHITE REFLECTOR w/FROSTED CENTER LENS

[LUMINAIRE] 0-10V DIMMING DRIVER

[LUMCAT] LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV  EM MODE ONLY

[LAMPCAT] HLMX 80 CRI 4000K CCT

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 600 667

55 546 647

65 466 643

75 344 676

85 132 542

N.A. (absolute)
N.A. (absolute)
1453

N.A.

145

10

1.00

Direct

1.22

1.28

1.36
Rectangular
3.93 ft

1.91 ft

0.00 ft

Average
90-Deg

718
724
758
848
499

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME

: LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV_EM MODE ONLY.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 504.739 504.739 504.739 504.739 504.739
5 509.578 503.529 500.384 499.174 499.174
10 500.142 493.851 492.157 492.399 491.673
15 485.140 480.784 480.059 481.752 482.720
20 465.541 461.669 463.363 467.960 468.928
25 439.892 436.505 442.554 449.087 450.539
30 410.373 409.647 417.874 426.584 429.972
35 375.772 378.675 390.773 401.904 406.017
40 339.235 344.558 363.189 376.014 380.853
45 295.439 304.634 328.346 349.639 353.269
50 258.903 270.275 293.504 314.313 320.362
55 218.010 229.383 258.419 280.679 288.906
60 177.844 190.426 221.398 248.256 255.999
65 137.194 154.616 189.217 215.349 222.850
70 99.206 118.805 154.616 182.442 188.491
75 61.943 85.898 121.708 146.631 152.680
80 29.762 55.652 88.317 99.932 96.544
85 7.985 27.584 32907 29.278 30.246
90 0.000 0.000 0.000 0.000 0.000

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV_EM MODE ONLY.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

183.51
387.86
632.40
1113.5
1417.25
1452.95
1405.31
448.88
701.23
664.09
303.74
120.76
35.71
0.00
0.00
0.00
0.00
0.00
0.00
1452.95

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

47.64
135.87
204.35
24453
252.34
228.76
182.98
120.76
35.71
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

12.60
26.70
43.50
76.60
97.50
100.00
96.70
30.90
48.30
45.70
20.90
8.30
2.50
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 3



IES INDOOR REPORT

PHOTOMETRIC FILENAME : LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV_EM MODE ONLY.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
RwW
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Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV_EM MODE ONLY.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise
X=2H Y=2H 9.6 1.3 10.0
3H 1.2 127 116
4H 11.7 1341 12.1
6H 120 134 124
8H 12.1 134 125
12H 12.1 13.3 126

4H 2H 106 120 11.0
3H 124 13.6 1238
4H 13.1 142 135
6H 13.6 145 14.0
8H 13.7 146 142
12H 13.8 146 142

8H 4H 139 148 143
6H 145 153 15.0
8H 148 154 153
12H 149 155 154

12H  4H 140 148 145
6H 148 155 1563
8H 151 157 156

Maximum UGR = 19.6

50
30
20

11.6
13.0
13.5
13.7
13.8
13.7

12.3
14.0
14.6
15.0
15.0
15.0

15.2
15.8
15.9
16.0

15.3
15.9
16.2

30

20

11.9
13.4
13.9
14.1
14.2
14.2

12.7
14.4
15.0
15.4
15.5
15.5

15.7
16.2
16.4
16.5

15.8
16.5
16.7

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
1.3 13.0 117
13.7 152 141
147 16.2 151
156 169 16.0
158 171 16.2
159 172 164
119 133 123
145 157 149
158 169 16.2
16.8 178 17.3
17.1 18.0 17.6
17.3 18.1 17.7
16.1 17.0 16.6
17.3 18.0 17.8
17.7 184 18.2
179 185 184
16.1 16.9 16.6
174 18.0 179
178 184 18.3

50
30
20

13.3
15.5
16.5
17.3
17.5
17.5

13.7
16.1
17.3
18.2
18.4
18.5

17.4
18.5
18.9
19.0

17.4
18.5
18.9

30
30
20

13.6
15.9
16.9
17.6
17.9
18.0

14.0
16.5
17.7
18.6
18.9
19.0

17.9
19.0
19.4
19.6

17.9
19.0
19.5

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : LT-24-L40-840-AF-EM-10W-(L25)-DIM-UNV_EM MODE ONLY.IES

POLAR GRAPH

38

255

12

Maximum Candela = 509.578 Located At Horizontal Angle = 0, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc. page 6
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



