Photometric Toolbox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : PTDC-22-L52-930-RA-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] BALLABS TEST NO. 19562.0

[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[[SSUEDATE] 2022-05-03
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO
[LUMINAIRE] 1-72 LED 22"ARRAY 2x2'RECESSED LUMINAIRE
[MORE] WHITE REFLECTOR w/CENTER FROSTED RIBBED ACRYLIC LENS

[MORE] ELECTRONIC 0-10V LED DRIVER
[LUMCAT] PTDC-22-L52-930-RA-DIM-UNV

[LAMPCAT] HLM 90 CRI 3000K CCT
[SEARCH_SOURCETYPE] LED

[SEARCH_APPLICATION] INDOOR
[SEARCH_MOUNTING] RECESSED

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 4061 4212

55 3433 3783

65 2624 3282

75 1824 2911

85 1039 2374

N.A. (absolute)
N.A. (absolute)
4322

N.A.

125

34.7

1.00

Direct

1.24

1.24

1.34
Rectangular
1.92 ft

1.93 ft

0.00 ft

Average
90-Deg

4349
4036
3650
3598
2968
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PTDC-22-L52-930-RA-DIM-UNV_.IES

CANDELA TABULATION
0.0 225 45.0 67.5 90.0

0 1651.641 1651.641 1651.641 1651.641 1651.641
5 1657.194 1647.198 1644.976 1639.423 1639.423
10 1634.980 1624.983 1623.873 1618.319 1617.208
15 1596.105 1584.997 1583.887 1581.665 1580.555
20 1540.569 1530.572 1529.461 1530.572 1530.572
25 1462.818 1452.822 1459.486 1463.929 1459.486
30 1367.296 1362.853 1369.518 1377.293 1371.739
35 1257.335 1256.224 1270.664 1276.217 1281.771
40 1130.713 1130.713 1155.149 1165.145 1174.031
45 986.319 986.319 1022.973 1046.298 1056.295
50 834.151 835.261 884.133 915.233 929.673
55 676.429 688.646 745.293 778.615 795.276
60 522.038 546.474 603.121 639.775 657.546
65 380.977 413.188 476.499 516.485 529.813
70 256.576 296.562 359.873 400.970 416.520
75 162.165 201.040 258.798 299.894 319.887
80 87.747 121.068 172.162 201.040 221.033
85 31.100 54425 71.086 71.086 88.858
90 0.000 0.000 0.000 0.000 0.000

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PTDC-22-L52-930-RA-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

603.45
1275.17
2067.22
3511.9
4242.54
4321.59
4165.27
1463.77
224917
1908.5
730.63
266.82
79.06
0.00
0.00
0.00
0.00
0.00
0.00
4321.59

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

156.33
44712
671.72
792.05
785.40
659.29
463.81
266.82
79.06
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

14.00
29.50
47.80
81.30
98.20
100.00
96.40
33.90
52.00
44.20
16.90
6.20
1.80
0.00
0.00
0.00
0.00
0.00
0.00
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PTDC-22-L52-930-RA-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : PTDC-22-L52-930-RA-DIM-UNV_.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise
X=2H Y=2H 159 175 16.2
3H 172 186 175
4H 176 189 18.0
6H 17.8 191 18.3
8H 179 191 18.3
12H 179 191 18.4

4H 2H 166 179 170
3H 181 192 185
4H 187 197 191
6H 19.0 199 195
8H 191 20.0 196
12H 192 200 197

8H 4H 191 199 196
6H 196 20.3 20.1
8H 19.8 204 203
12H 199 205 204

12H  4H 192 199 197
6H 19.8 204 203
8H 20.0 206 205

Maximum UGR = 23.9

50
30
20

17.8
18.9
19.3
19.5
19.5
19.5

18.3
19.6
20.1
204
204
204

204
20.8
21.0
21.0

204
20.9
211

30

20

18.1
19.3
19.7
19.9
19.9
19.9

18.7
20.0
20.5
20.8
20.9
20.9

20.8
213
214
215

20.9
214
21.6

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
169 185 17.3
18.7 20.2 191
195 209 199
202 215 206
204 216 20.9
206 217 21.0
174 188 17.8
195 206 199
204 214 20.8
213 222 217
216 224 220
218 225 222
207 215 211
216 223 221
220 227 226
223 229 228
207 214 211
217 223 222
221 227 226

50
30
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18.8
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22.0
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21.0
21.8
22.6
22.8
23.0

21.9
22.8
23.2
233

21.9
22.8
23.2

30
30
20

19.1
20.9
21.6
222
224
22.6

19.5
214
223
23.1
233
235

224
233
23.7
23.9

224
233
23.7
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : PTDC-22-L52-930-RA-DIM-UNV_.IES

POLAR GRAPH

829

41

Maximum Candela = 1657.194 Located At Horizontal Angle = 0, Vertical Angle =5
# 1 - Vertical Plane Through Horizontal Angles (90 - 270)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



