1618 HEADLAND DR.

FENTON, MO 63026 f\\/‘\

Buioive Acoustics & LiHTing Lagoratories, inc. [
BALLABS CERTIFIED TEST REPORT NO.: 20134.0 DATE 11/22/17

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
CATALOG NBR: PXF-66-03'08-1.10/835-W-D-LCAP/RCAP-DIM-UNV
LAMP TYPE : HLM2256 5630 REV A #10560227

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $LAMP $FIXT ZONE LUMENS $LAMP $FIXT
0- 30 1485.  NA. 45.2 90-120 0. ©NA. 0
0- 40 2140. NA. 65.2 90-130 0. NA. .0
0- 60 2977.  NA. 90.7 90-150 0. NA. .0
0- 90 3284.  NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 3284. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.:

PREPARED FOR: H.E. WILLIAMS,
DESCRIPTION:

CATALOG NBR:

LAMP TYPE

VERT . 22.
0 2239. 2239.
5 2284. 2301.
10 2301. 2312.
15 2247, 2276.
20 2128. 2160,
25 1942. 1986.
30 1713. 1775.
35 1000. 1167.
40 532 606.
45 389 389.
50 317. 331.
55 231. 246.
60 174 182.
65 140 136.
70 103 S1.
75 69. 63.
80 35. 35.
85 12. 12.
90 2. 1.

USE

.500 FT. AS LENGTH AND 3.708 FT. AS WIDTH

INC

20134.0
CARTHAGE, MO

DATE 11/22/17

2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX

WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
PXF-66-03'08-110/835-W-D-LCAP/RCAP-DIM-UNV

HLM2256 5630 REV A #10560227

DEGREE
45. 67.
2239, 2239.
2287. 2272.
2325. 2286.
2290. 2260.
2211. 2199.
2069. 2103.
1878. 1976.
1652, 1831.
1253. 1647.
670. 1411.
391. 1150.
307. 901.
225, 535.
166 278.
113. 187.
70. 112.
31. 53.
7. 20.
2 2.

CANDLEPOWER DISTRIBUTION

HORIZONTAL
90.0 112.5
2239. 2239.
2246. 2272.
2233. 2253.
2186. 218s5.
2105. 2026.
1990. 1760.
1847. 1330.
1679. 870.
1494. 546.
1286. 353.
1070. 226.
856. 206.
670. 193.
499. 178.
337. 150.
178. 105
63. 55.
13. 16.
3. 3.

135.0
2239.
2253,
2144.
1684.
878.
516.
321.
278,
278,
275.
269.

223,
187.

90.
45.
1s.
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114.

PLANE CONTAINS MAXIMUM CANDLEPOWER

FRONT

109.1

321.4

473.2

470.8

348.4

257.2

102.8

46.4

LUMENS
BACK

107.3

234.0

240.4

183.9

127.7

104.0

88.4

51.9

TOTAL

216.4

555.4

713.6

191.2

98.2

17.0



BALLABS CERTIFIED TEST REPORT NO.: 20134.0 DATE 11/22/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
CATALOG NBR: PXF-66-03'08-L10/835-W-D-LCAP/RCAP-DIM-UNV
LAMP TYPE : HLM2256 5630 REV A #10560227

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10
RCR

0 1.19 1.19 1.19 1.19 1.16 1.16 1.16 1.16 1.11 1.11 1.11 1.06 1.06 1.06 1.02 1.02 1.02 1.

10 .60 .48 .41 .36 .59 .47 .41 .36 .46 .40 .36 .46 .40 .36 .45 .39 .36

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20134.0 DATE 11/22/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 4'RECESSED PERIMETER CONTINUOUS PX
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE #XI054C150V054BST1 @ 800mA
CATALOG NBR: PXF-66-03'08-L10/835-W-D-LCAP/RCAP-DIM-UNV
LAMP TYPE : HLM2256 5630 REV A #10560227

Ak kkhhkkhkkkhhhhhhkkhkhkhhkhkhkdhhhhhkhhkhhhrhhhhhhhhkhkhkhkhhkhxxhkhkhrhkk
ELECTRICAL CHARACTERISTICS 120.00V .3100A 36.99950W
LUMINOUS EFFICACY (LUMENS / WATTS) = 88.7

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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